
...για το τέλειο πότισμα /...for perfect irrigation

ΡΥΘΜΙΣΤΗΣ ΠΑΡΟΧΗΣ
          ΓΙΑ ΜΙΚΡΟΕΚΤΟΞΕΥΤΗΡΕΣ

WATER FLOW REGULATOR
          FOR MICROSPRINKLERS

          25 lit/h

        40 lit/h

         70 lit/h

          90 lit/h

          105 lit/h

          120 lit/h

          140 lit/h

          170 lit/h

ΧΑΡΑΚΤΗΡΙΣΤΙΚΑ:
Απο υλικά υψηλήϊ ποιότηταϊ.
Αυτορύθμιση από 1 έωϊ 4 BAR (εξασφαλίζει χαμηλή ένταση βροχήϊ).
Μεγάλη επιλογή ρυθμίσεων παροχήϊ από 25 l/h έωϊ 170 l/h.

ΠΛΕΟΝΕΚΤΗΜΑΤΑ:
Οικονομία νερού.
Ομοιόμορφη κατανομή νερού ανεξαρτήτωϊ μήκουϊ και υψομετρικών διαφορών.
Οικονομία κόστουϊ εγκατάστασηϊ, εύκολοϊ σχεδιασμόϊ.
Μικρή ενέργεια (1 BAR πίεσηϊ λειτουργίαϊ)
Επιλογή μικρήϊ ή μεγάληϊ ακτίναϊ σε συνδυασμό ρύθμισηϊ παροχήϊ
και ακροφυσίου (μικρά ή μεγάλα δένδρα - γλάστρεϊ - φυτώρια - νησίδεϊ κτλ.).
Δεν βουλώνει το ΜΠΕΚ διότι η παροχή του καθορίζεται από την μεμβράνη, 
η οποία δουλεύει σ' ένα ευρύ κανάλι.

FEATURES:
Made of premium quality material.
Self-regulation from 1 to 4 BAR (ensures rain of low intensity)
Wide adjustment range: from 25 to 170 l/h.

ΑDVANTAGES:
Water saving.
Even water distribution regardless from heights variation.
Quick installation.
Low energy requirement (1 BAR work pressure).
Large or small water throw radius according to flow regulator and nozzles
(small or big trees, pots, nurseries, green islands etc).
Prevents the sprinkler from clogging because the water flow is determined by
a membrane inside the regulator which works in a wide groove.
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